
Sour Service Drill Pipe DSHT TM

15 16

Tensile Properties Double Shoulder High Torque Tool Joint

●High torsional yield strength

 Internal/External double shoulder

●Minimum tensile stress on PIN thread

 reduce SSC failure

●Large Tool Joint ID increase mud flow

●Interchangeable with API products

 Drill collar/HW drill pipe/kelly etc,

●Easy repair in the world

Hardness (HRC)

 
Grade

 Average Individual

  Max Max Min

 SS75 22.0 24.0 -

 SS95 25.0 27.0 18.0

 SS105 28.0 29.0 21.0

 
Grade

 Yield Strength (Mpa/Ksi) Tensile Strength (Mpa/Ksi)

  Min Max Min Max

 SS75 517 / 75 655 / 95 655 / 95 793 / 115

 SS95 665 / 95 758 / 110 724 / 105 896 / 130

 SS105 724 / 105 827 / 120 793 / 115 965 / 140

Impact (Charpy V-notch TypeA)

 
Grade

 Min

  Joules Ft-Lbs

 SS75 70 50

 SS95 80 59

 SS105 80 59

Tool Joint
Tensile Properties (Mpa/Ksi)

  Min Max

 Yield Strength 758 / 110 862 / 125

 Tensile Strength 862 / 125 1000 / 145

Tool Joint
Weld Zone Impact
  Impact Min Ave(Jule) Impact Min Av(Ft-lb)

 Tool Joint 90 66

 Weld Zone 27 20
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