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Drill Collar

Material AISI4145HM, Non Mag(DNM110)
Type Slick, Spiral

Sizes and Mechanical Properties

ft (0.25% offset) Charpy V Brinnel
NC23-31 31/8 (79.4) 114 (318) | 257:1 30
NC26-35 (2-3/8IF) | 31/2 (88.9) 112 (381) | 242:1 30
NC31-41 27/81F) | 41/4 (1048) | 2 (508) | 243:1 | 300r31
NC35-47 434 (1207) | 2 (50.8) | 258:1 | 300r3f
NC38-50 31/21F) | 5  (127.0) | 21/4 (57.2) | 238:1 | 300r3
NC44-60 6 (1524) | 21/4 (57.2) 2491 300r31 Imin. 110,000 psi|min. 140,000 psi| min. 59 ft-lbs
NC44-60 6 (1524) | 21316 (71.4) | 284:1 | 300r31 | (2758N/mni) | (2965N/MA) | 13% (2800) 285~341
NC44-62 61/4 (1588) | 21/4 (572) | 291:1 | 300r3t
NC46-62 (4 IF) 61/4 (1588) | 21316 (714) | 263:1 | 300r3f
NC46-65 (4 IF) 61/2 (1651) | 21/4 (572 | 276:1 | 300r3t
NC46-65 (4 IF) 61/2 (1651) | 213M6(714) | 3.05:1 | 300r3t
NC46-67 (4 IF) 634 (1715) | 21/4 (572 | 318:1 | 300r3f
NC50-67 (4 1/21F) | 63/4 (1715) | 21316 (71.4) | 237:1 | 300r31
NC50-70 (4 121F) | 7  (177.8) | 214 (57.2) | 254:1 | 300r31
NC50-70 (4 121F) | 7 (177.8) | 21316 (71.4) | 227:1 | 300r31
NC50-72 (4 1/21F) | 71/4 (1842) | 213146 (71.4) | 342:1 | 300r31
NC56-77 73/4 (1969) | 21316 (714) | 270:1 | 300r3t
NC56-80 8 (2032 213/16 (71.4) 3.02:1 300r31 |min. 100,000 psi|min. 135,000 psi — min. 59 ft-Ibs 085341
6 5/8REG 81/4 (2096) | 21316 (71.4) | 293:1 | 300r31 | (=689N/mni) | (2931N/mni) (280J)
NC61-90 9 (2286) | 213M6(714) | 3.17:1 | 300r3f
7 5/8REG 912 (2413) | 3 (762 | 281:1 | 300r3f
NC70-97 93/4 (2477) | 3 (762 | 257:1 | 300r3f
NC70-100 10 (540) | 3 (762) | 281:1 | 300r3
85/8 REG 11 (794) | 3 (762) | 284:1 | 300r3






